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APPLICATION AND KINDS OF EXECUTION 
782 - for air and other gases, which outflow can go directly into the environment.  
                Working temperature: from -30oC up to + 120oC. 
 

Valves are produced in the following executions: 
782 - in execution P – normal;  
 

LIST OF APPLIED MATERIALS 
Position 

No Name of detail 
 

Material 

1. 
2. 
3. 
4. 
5. 
6. 
7. 
8. 

Nozzle 
Cap 
Disc 

Spindle 
Spring plate 

Adjusting screw plug 
Upper screw plug 

Spring 

CuZn40Pb2 
CuZn40Pb2 

CuZn40Pb2/EPDM 
CuZn40Pb2 
CuZn40Pb2 
CuZn40Pb2 
CuZn40Pb2 

B1 
 

OVERALL DIMENSIONS 

Seat 

Passage Section 

Inlet Construction 
height 

Construction 
width 

Opening 
pressure 

Weight 
ca. 

do A G a H B min max  

Size 
DN 

mm mm2 cal mm bar kg 
10 
15 
20 
25 

10 
12 
16 
20 

78,5 
113 
201 
314 

� 
½ 
¾ 
1 

13 
13 
15 
17 

120 
120 
122 
128 

32 
32 
34 
42 

1,1 
1,1 
0,7 
0,7 

25 
22 
20 
16 

0,415 
0,415 
0,435 
0,460 

 

TECHNICAL DATA  
Discharge coefficients  

For vapours and gases αααα Type  
of valve DN 

b1=10% 

782 

10 
15 
20 
25 

0,65 
0,65 
0,65 
0,57 

The given values concern ß<0,25. For the values 
ß�0,25 the discharge coefficient should be read 
from the following graph.   
 
          
 
 
 

 
Pressure ranges.                                                         

DN Pressure ranges [bar] 

10 
15 
20 
25 

1,1...2,1; 2,0…3,2; 2,95…5,4; 5,0…8,3; 7,9…13; 12,9…15,9; 14,7…19,8; 18,9…25 
1,1…2,1; 2,0…3,2; 3,1…5,15; 5,0…8,3; 7,8…13,5; 13,2…15,8; 14,8…19,7; 19,2…22 
0,7…1,1; 0,95…1,5; 1,45…2,7; 2,5…4,1; 4,0…7,0; 6,9…10,2; 10…14,2; 13,5…17,8; 16,8…20 
0,7…1,0; 0,95…2,0; 1,85…2,9; 2,85…4,85; 4,7…6,0; 5,9…10; 9,8…12; 11,1…16 

If the required opening pressure appears in two neighbouring pressure ranges, one should to apply valve with spring of higher pressure 
range.  

NOTES! 
The valve should be assembled in vertical position. 

ORDERING 
The order should specify: name and catalogue number of the valve, DN, opening pressure or range of pressures, working temperature 
and kind of medium.  

Manufacturer reserves the right to make the technical changes. These changes can not be basis of possible complaints. 

FULL-LIFT, SPRING SAFETY VALVE  
WITH FREE OUTFLOW  

AND THREADED CONNECTIONS 

CAT. NO 782 

PN 25 
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